MPC Series Couplings
Material: Medical-Grade ABS, Polycarbonate and Polysufone

MPC Series couplings add ease of use and security to your most critical
fluid handling applications. Choose from a full line of connectors and
configurations, including pressure sealing caps and plugs in sizes to fit
1/4" and 3/8" tubing. MPC couplings offer optional locking sleeves to
further guard against accidental disconnects. .

FEATURES BENEFITS Applications may include:
Ergonomic thumb latch Easy to operate-even with gloved hands e Cell culture media
Audible “click” when connected Assures connection is secure packaging and transfer lines
Meets USP Class VI criteria, and Acceptable for a wide variety of applications o dlcoliact
MEM elution, agarose overlay and arvest and collection
hemolysis in vitro (see page 25) applications
Sterilizable by autoclave, Et0, Reusable, yet economical enough to allow e Buffer solutions
e-beam, or gamma (see page 25) disposability
pres— - * Tube sets

oupling halves can be rotated Reduces tube kinks
when connected e Urology drainage/collection
Thin, tapered barb minimizes dead | Minimizes fluid turbulence and decreases systems

space between tubing and coupling | area for particle entrapment .
¢ Hypo/hyperthermia blankets

All measurements are in inches (millimeters) unless otherwise noted. Tubing must meet stated inside diameters.

Coupling Bodies

ABS TUBING METRIC EQ FLOW PARTNO. HEIGHT LENGTH TE|
" In-Line 1/4" ID 6.4mm 210" MPC17004T 93(23.6) 1.30 (33.0) 60(15.2)
Hose Barb 3/8' 1D 9.5mm 290" MPC17006T 93 (23.6) 1.30 (33.0) 60(15.2)
Polycarbonate ruewc  memiceq. FLOW PART NO. HEIGHT LENGTH TERM. LENGTH
In-Line 1/4" 1D 6.4mm 210" MPC17004T03 93 (23.6) 1.30 (33.0) 60 (15.2)
Hose Barb 3/8" 1D 9.5mm 290" MPC17006T03 93 (23.6) 1.30 (33.0) 160 (15.2)
TUBING METRIC EQ. FLOW PART NO. HEIGHT LENGTH TERM. LENGTH
In-Line 1/4" 1D 6.4mm 210 MPCK17004T03 99(25.2) 1.30 (33.0) 160 (15.2)
Hose Barb with Lock  3/8"1D 9.5mm 290" MPCK17006T03 99 (25.2) 1.30(33.0) 60(15.2)
P0|YSU Ifone TUBING METRIC EQ. FLOW PART NO. HEIGHT LENGTH TERM. LENGTH
In-Line 1/4" 1D 6.4mm 210° MPC17004T39 93 (23.6) 1.30(33.0) 60(15.2)
Foes Barh 3/8"ID 9.5mm 290" MPC17006T39 93 (23.6) 1.30(33.0) 60(15.2)
TUBING METRIC EQ. FLOW PART NO. HEIGHT LENGTH TERM. LENGTH
In-Line 1/4" 1D 6.4mm 210° MPCK17004T39 99(25.2) 1.30(33.0) .60 (15.2)
Hose Barb with Lock  3/8"ID 9.5mm 290" MPCK17006T39 99(25.2) 1.30 (33.0) 60 (15.2)
Tethered Caps & Plugs O
PVC MATERIALS TUBING SIZE PART NO. DESCRIPTION
Soft, flexible, For use with MPC coupling MPC30L Leash plug for MPC body
medical-grade PVC inserts and bodies MPC32L Leash cap for MPC insert
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MPC Series Specifications

Polycarbonate and Polysulfone ABS
Pressure: Vacuum to 60 psi, 4.14 bar Vacuum to 60 psi, 4.14 bar
Temperature: -40° F to 300° F, Polysulfone -40° F to 160° F

-40° C to 148.9° C -40°Cto 71.1°C

-40° F to 250° F, Polycarbonate
-40°Cto 121°C

Materials:

Main components: Polysulfone (amber), USP Class VI ABS (white), USP Class VI
Polycarbonate (purple tint), USP Class VI

Locking sleeves:  Polysulfone (white)

Seals: Silicone (clear), platinum-cured, USP Silicone (clear), platinum-cured,

Class VI and Buna-N (black), USP Class V' USP Class VI and Buna-N (black), USP Class V
Tubing Sizes: 1/4" and 3/8" ID 1/4" and 3/8" ID

6.4mm and 9.5mm ID 6.4mm and 9.5mm ID

All measurements are in inches (millimeters) unless otherwise noted. Tubing must meet stated inside diameters.

Coupling Inserts

ABS TUBING __ METRICEQ, _ FLOW PART NO. HEIGHT LENGTH TERM. LENGTH a
Silicone Seal 14D 64mm 210" MPC22004TM 60 (15.2) 1.30 (33.0) 61(15.5) "
USP Class VI 38D 95mm 290"  MPC22006TM 60(15.2) 130(33.) 61(15.5)

TUBING __ METRIC EQ. _FLOW PART NO. HEIGHT LENGTH TERM. LENGTH A
Buna: Seal 14D 64mm  210°  MPC22004T 60(15.2) 130(33.0) 61(15.5)
USP Class V 38D 95Smm 290" MPC22006T 60(15.2) 130(33.0) 61(15.5)
Polycarbonate g  wemic Q. FLOW PART NO. HEIGHT LENGTH TERM. LENGTH
Silicone Seal T4'ID 64mm 210"  MPC22004T03M 60 (15.2) 130 (33.0) 61(15.5)
USP Class Vi 38'D 95mm 290"  MPC22006T03M 60(15.2) 130(33.0) 61(15.5)

TUBING _ METRICEQ. _FLOW PART NO. HEIGHT LENGTH TERM. LENGTH
Buna-N Seal 4D 64mm  210'  MPC22004T03 60 (15.2) 130 (33.0) 61(15.5)
USP Class V 381D 95mm 290"  MPC22006T03 60(15.2) 130(33.0) 61(15.5)
Polysulfone TUBING _ METRICEQ. FLOW PART NO. HEIGHT LENGTH TERM. LENGTH
Silicane Seal 174D 64mm  .210'  MPC22004T39M 60 (15.2) 130(33.0) 61(15.5)
USP Class VI 38D 95mm 290"  MPC22006T39M 60(15.2) 130 (33.0) 61(15.5)

Sealing Caps

= il

Polycarbonate SEALING CAP SEALING CAP W/LOCK HEIGHT LENGTH R

MPC32003 MPCK32003 93 (23.6) 130 (33.0) 1
Polysulfone SEALING CAP SEALING CAP W/LOCK HEIGHT LENGTH el

MPC32039 MPCK32039 99(252) 130 (33.0) % »
Sealing Plugs
Polycarbonate SEALING PLUG HEIGHT LENGTH o
Silicone Seal MPC30003M 75(19.1) 124 (315) M
USP Class VI

A,

Polysulfone SEALING PLUG HEIGHT LENGTH g U ,)
Silicone Seal MPC30039M 75(19.1) 1.24 (31.5) e
USP Class VI
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MPX Series Couplings
Material: Polycarbonate and Polysulfone

MPX Series couplings add ease of use and security to your most
critical fluid handling applications. Choose from a full line of
connectors and configurations, including pressure sealing caps and
plugs in sizes to fit 3/8” and 1/2"” tubing. MPX couplings offer
optional locking sleeves to further guard against accidental

disconnects.
Applications may include:

FEATURES BENEFITS o Gelllcultiureimedia
Ergonomic thumb latch Easy to operate-even with gloved hands packaging and transfer lines
Audible “click” when connected Assures connection is secure ;

— - _ — * Harvest and collection
Meets USP Class VI criteria, and Acceptable for a wide variety of applications ficati
MEM elution, agarose overlay and applications
hemolysis in vitro (see page 25) o Buffer solutions
Sterilizable by autoclave, EtO, Reusable, yet economical enough to allow Tk t
e-beam, or gamma (see page 25) | disposability U S
Coupling halves can be rotated Reduces tube kinks * Flexible bag systems
when connected
Thin, tapered barb minimizes dead | Minimizes fluid turbulence and decreases
space between tubing and coupling | area for particle entrapment

All measurements are in inches (millimeters) unless otherwise noted. Tubing must meet stated inside diameters.

Coupling Bodies

Polycarbonate  rame  wemmiceo. FLOW PART NO. HEIGHT LENGTH __ TERM. LENGTH
In-Line 1/2'ID 12.7mm 500" MPXI7803  128(325) 196(498) .89 (22.6)
Hose Barb

TUBING ___ METRICEQ, FLOW PART NO. HEIGHT LENGTH ___ TERM, LENGTH
In-Line 12'ID 12.7mm 500" MPXKIZ803  128(32.5) 196(49.8) .89 (22.6)

Hose Barb with Lock

Pol ysu Ifone TUBING METRIC EQ. FLOW PART NO. HEIGHT LENGTH __ TERM. LENGTH
In-Line 1/2"ID 12.7mm 500" MPX17839 1.28 (32.5)  1.96 (49.8) 89 (22.6)
Hose Barb

TUBING METRIC EQ. FLOW PART NO. HEIGHT LENGTH ___TERM. LENGTH
In-Line 1/2'ID 12.7mm .500" MPXK17839 128 (32.5)  1.96 (49.8) 89 (22.6)

Hose Barb with Lock
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MPX Series Specifications

Pressure: Vacuum to 60 psi, 4.14 bar

Temperature: -40° F to 300° F, Polysulfone
-40° C to 148.9° C
-40° F to 250° F, Polycarbonate
-40°Cto 121°C

Materials:

Main components: Polysulfone (amber), USP Class VI;
Polycarbonate (purple tint), USP Class VI

Locking sleeves: Polysulfone (white)

Seals: Silicone (clear), platinum-cured, USP Class VI

and Buna-N (black), USP Class V

Tubing Sizes: 3/8" to 1/2" ID
9.5mm to 12.7mm ID

All measurements are in inches (millimeters) unless otherwise noted. Tubing must meet stated inside diameters.

Coupling Inserts

Polycarbonate e wemceo  now  sarrwo. HEIGHT LENGTH __ TERM. LENGTH

silicone Seal 38D 9.5mm 375" MPX22603M  85(216) 190(483) 94 (239)

USP Class VI 2D 127mm 500" MPX22803M  .85(216)  190(483)  .94(239)

Polysulfone TUBING _ METRICEQ.  FLOW PART NO. HEIGHT LENGTH __ TERM. LENGTH st
Silicone Seal 38D 95mm 375" MPX22639M  85(21.6) 190(483)  .89(226) Ll
USP Class Vi 120 127mm  .500'  MPX22839M  .85(216)  1.90(483)  89(226) )

Sealing Caps
1 A~
Polycarbonate SEALING CAP SEALING CAP W/LOCK HEIGHT LENGTH % J
)

MPX32003 MPXK32003 1.28 (32.5) 1.67 (42.4
Polysulfone SEALING CAP SEALING CAP W/LOCK HEIGHT LENGTH
MPX32039 MPXK32039 1.28 (32.5) 1.67 (42.4)

Sealing Plugs

Polycarbonate SEALING PLUG HEIGHT LENGTH ki fﬂ‘\
silicone Seal MPX30003M 1.10(27.9) 1.66 (42.2) V“f
USP Class VI

Polysulfone SEALING PLUG HEIGHT LENGTH .
Silicone Seal MPX30039M 1.10(27.9) 1.66 (42.2)

USP Class VI

A
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SaniQuik™ Series %}

Material: 316 Stainless

Colder’s new SaniQuik™ connection answers the question of how
to integrate disposables with your existing stainless processing
equipment. This integral sanitary termination attaches to hard-
plumbed systems with tri-clover clamps. Once attached it permits
quick and easy connection to single-use bag systems, manifolds
or tube sets which incorporate Colder disposable couplings.
SaniQuik connections reduce sanitary gasket replacement, Applications may include:
enabling cost-effective media transfer solutions for feeding,
harvesting or sampling applications.

* Flexible bags

* Media transfer lines

FEATURES BENEFITS « Bioreactor feeding
316 stainless Withstands multiple sterilization cycles "
- - * Cell harvesting

1-1/2" and 3/4” sanitary Connects to hard plumbed systems with
standard terminations sanitary gasket and tri-clover clamps e Stainless and g]ass
Compatible with MPC and | Quick and easy connections to industry vessel filling
MPX Series standard plastic couplings used on

disposable bag and tube sets * Chromatography
Integral coupling adaptor Disconnecting coupling reduces sanitary * Filtration

gasket replacement
USP Class VI platinum-cured | Meets industry material compatibility
silicone seal requirements

SaniQuik Series Specifications

Pressure: Vacuum to 60 psi, 4.14 bar Materials:
Temperature: -40° F to 300° F (-40° C to 148.9°C)  Main component: 316 stainless

Sterilization: Autoclave Seals: Silicone (clear), platinum-cured, USP Class VI

All measurements are in inches (millimeters) unless otherwise noted. Tubing must meet stated inside diameters.

SaniQuik Series Connections

PART NUMBER MATING COUPLING BODY SANITARY SIZE SANITARY BORE HEIGHT LENGTH

SQCC221212M MPC Series 3/4" 3/4" .89" (22.6) 1.39" (35.3)
SQCC222424M MPC Series 1172 1-142" 1.98" (50.3) 1.50" (38.1)
SQCX221212M MPX Series 3/4" 3/4" .89" (22.6) 1.54" (39.1)
SQCX222416M MPX Series 1-1/2" g i 1.98" (50.3) 1.50" (38.1)
SQCX222424M MPX Series 1-1/2" 1-1/2" 1.98" (50.3) 1.50" (38.1)

Mates with: MPC Polycarbonate and Polysulfone bodies and sealing caps (see pages 12 and 13)
and MPX Polycarbonate and Polysulfone bodies and sealing caps (see pages 14 and 15).

Replacement Seals

Silicone (clear), Platinum-cured USP Class VI

PART NO. MATING SANIQUIK"™
143700 $SQCC221212M, SQCC222424M
934000 SQCX221212M, SQCX222416M, SQCX222424M
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